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Rust converter
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Rust converter and epoxy primer in one. For effective rust conversion and simultaneous priming
on metallic substrates. Application in the field of car, DIY, craft and industry. Simply spray the
transparent active ingredient directly onto the rust. Rust is transformed into a black-gray protective
layer, which can be painted over with 1K top coats after drying.

Color transparent
Dilution Ready for use
Drying

fully dry
overpaintable

temperature 20°C

after 12-24 hours
after 24 hours

Spray passes
3-4 spraying passes in thin layers, approx. 10-12 µm

spray distance to object approx. 20 cm

Overpaintable
Can be overpainted with most common paint systems.

Pre-testing is recommended.

Substrate
Iron, ferrous metals, sheet metal, steel and steel plates.

(remove loose rust in advance)

Notes:

Substrates should be clean, dust-free and dry.

Shake can thoroughly for at least 2 minutes from when the mixing balls are heard.

After painting, turn the can upside down and spray the valve until empty.

Processing conditions: From + 20°C

Storage: Can be stored well closed in cool, dry rooms for 5 years.

- Do not use on surfaces painted with synthetic resins

This product sheet is for information purposes only ! To the best of our knowledge, the information given here corresponds to the
state of the art and is based on many years of experience in the manufacture of our products. However, the information is
nonbinding and without guarantee.
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