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AP-Merit 7625 Blender Thinner is a special mixture of solvents (fade-out thinner) to “melt” 
edges of spot repairs and fade-out areas. AP-Merit 7625 Blender Thinner can also be used to 
dissolve an old paintworks (Attention: test suitability to avoid unwanted wrinkling/raising of old 
paintwork) in order to improve the adhesion of the subsequent coating. In this case, must be 
applied uniformly on the old paintwork and recoated within a few minutes. 
After having applied one of these products, spray immediately AP-Merit 7625 Blender Thinner  
over the border areas (overspray areas). Melt the overspray edges with a very uniform coat of 
AP-Merit 7625 Blender Thinner until the rough overspray become visibly smooth. Do not apply 
too much, otherwise irregular dissolving or runs are to be expected. 
Color colourless 
Dilution Ready to spray 
Container Available in 1 liter container or 400 ml. Spray can 
Hinweise  
 
 - Transitionless edge zones in the hatchet coating area  
 - Excellent solubility  
 - No color deviations  
 - Dries matt, must be polished  
 - Especially for polishing  
 - Can be polished without tear-off edge 
 
 
 
 
 
 
Processing conditions:  
Ensure an adequate supply and exhaust air ventilation. Working temperature must be at least 
+10 °C. Max. air humidity 80 % 

 
Storage:  
Store in a dry and frost-free place. Can be stored for at least 24 months in closed original 
container. 
 
 
Do not apply on thermoplastic substrates. 
 
 
 
 
 
 
This product sheet is for information purposes only ! To the best of our knowledge, the information given here corresponds to the 
state of the art and is based on many years of experience in the manufacture of our products. However, the information is 
nonbinding and without guarantee. 
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